
Dimensions (mm)

LFV-PF-35RD/SW

LFV-PF-50RD/SW

How to Connect the Extension Cables: 
For LFV-PF-35 / LFV-PF-50
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(For fixing options) Cable permitted bending radius: 35.4 mm



LFV-PF-100RD/SW

LFV-PF-70RD/SW

2-Branch Cable
Included

2-Branch Cable
Included

How to Connect the Extension Cables:
For LFV-PF-70

9 pins 9 pins

2-Branch Cable
(Included with the Light Unit) Dedicated Extension Cable

(FCB-PF-EL9 series, sold separately)

X 2 pieces
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Emitting surface
76 mm x 73 mm

4xM4x5
(For installation)
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(For fixing options)

Cable permitted bending radius:
 43.2 mm
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(For installation)
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(For installation)

4xM2x5

(For fixing options)

Emitting surface

102 mm x 100 mm

Cable permitted bending radius:
 43.2 mm

Half mirror

Control Unit side
4 pins
(To the same channel)
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How to Connect the Extension Cables:
For LFV-PF-100

2-Branch Cable
(Included with the Light Unit)

9 pins 9 pins

(To L1)

PF-A16048-4 Control Unit side, 4 pins

Dedicated Extension Cable
(FCB-PF-EL9 series, sold separately)

(To L2)
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